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Spotter Strap for Wheelchairs


Spotter Strap for Wheelchairs

The Problems:

· Wheelchairs frequently tip over backwards, injuring their users.

· Wheelchairs descending inclines often “run away” on their users, leading to injuries due to collisions and tips.

· Wheelchair users commonly need assistance to ascend curbs and inclines.

The Solution:

· A simple webbing strap that can be attached to the wheelchair at one end and held by a spotter at the other. 
Potential Users:  

· Potentially useful for any person who uses a manual wheelchair, particularly when learning new skills or when using the wheelchair in challenging environments.

Benefits:

· Reduces the likelihood of injury due to rear-tipping accidents.

· Reduces the likelihood of injury due to the wheelchair “running away” on downhill grades.

· Provides confidence when learning new skills (e.g., wheelies) or attempting to use the wheelchair in risky environments.

· Allows a spotter to stand farther away from the wheelchair than would be appropriate without the spotter strap.

· Eliminates the need for the spotter to bend forward to catch a tipping wheelchair.
· Allows effective spotting even for wheelchairs without push handles.

· Allows a spotter positioned behind the wheelchair to help a user ascend a curb.

Specifications:

· The diagram (shown in the separate file) shows how the spotter strap can be fabricated from a snap fastener and a section of seatbelt webbing. Any material of equivalent strength (e.g., rope, leather) could be used instead.

Features:

· 2”-wide webbing that is wide enough not to dig into the wheelchair user’s back when the wheelchair is tipped back onto the strap.

· A loop at the wheelchair end with a snap fastener that allows the strap to be quickly and securely attached to the wheelchair.

· A rolled-edge loop at the spotter’s end that allows the spotter to comfortably and securely hold it.

· When not in use, the hand-hold loop can be placed over the push handle of the wheelchair.

· Compact and lightweight, allowing it to be easily stored when not in use.
· Strong.

· Inexpensive.

Warnings:

· The spotter strap should only be used if the user has been trained in its safe use.

· After closing the snap fastener, the spotter should pull firmly on the strap to ensure that the fastener is securely closed.

· When spotting heavy wheelchair users, the spotter should catch the tipping wheelchair as early in the tip as possible, to minimise the force needed to return the wheelchair to the upright position.

· The spotter strap should not be used for wheelchair users weighing >250 lbs.

· When the tipped wheelchair requires too much force for a single spotter to return it to the upright position alone, the spotter should lower the user gently to the floor. 

· The spotter strap should be attached near the midline of the wheelchair to avoid inducing any lateral instability during the tip:

· For a wheelchair with an X-shaped cross-brace that permits the wheelchair to be folded, this is not a problem.  

· For a rigid-frame wheelchair with a horizontal frame member to which the spotter strap is attached, the spotter should wind the strap around the frame member an extra time so that friction will keep the strap centered.
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